
PRODUCT  
SPECIFICATION 

GUIDE

WELLINGTON 
PH: 04 568 6196 
FAX: 04 568 6198 
FREEPHONE: 0800 24 34 44

CHRISTCHURCH 
PH: 03 366 9514 
FAX: 03 379 4876 
FREEPHONE: 0800 37 38 39

www.johnbrooks.co.nz

AUCKLAND 
PH: 09 274 7114 
FAX: 09 274 8497 
FREEPHONE: 0800 48 49 50



CONTENTS

Multi-Rib V Belts ................................................................ 3

Hexagonal V Belts ............................................................ 4

Roulunds – Roflex  
Garden Belts ...................................................................... 5

Roulunds Cogged V Belts  
(Raw Edge) ........................................................................... 6

Jason Accu Link ................................................................. 7

Urethane Cord ................................................................... 8

Stenco Aluminium  
V Pulleys ............................................................................. 9

M Section Single & Step 
A Section Pulleys ............................................................10

B Section Single & Double Pulleys .............................10

Timing Pulleys T5 & T10 Aluminium .................... 11 to 12

Timing Pulleys T10 Aluminium and Timing Belts ..........13

HTD 8M Pulleys ...............................................................14

HTD 5M, 8M, 14M Timing Belts ...................................... 15

XL, L And H Imperial Timing Pulleys ..................16 to 17

XL, L and H Imperial timing Pulleys  
and Timing Belts ...............................................................18

Lock Assemblies ....................................................19 to 21

Wymark Greasomatic Lubricators ................................22

Shaft Couplings...............................................................23

Capt L Series Couplings .................................................23

GH Flexible Shaft Couplings ........................................24

Poggi Barrel 
Gear Coupling – GDR Series ..........................................25

Atra-Flex Millennium Series Coupling .........................26

Bibby Grid Coupling .........................................................27

Transmission Roller Chain ............................................28

Other Chains And Grades 
Available Ex Stock NZ ....................................................29

Newnuro Rod Ends, Metric Series ...............................30

Newnuro Rod Ends, Imperial Series .............................31

Newnuro SQ & SQZ, Series Metric ...............................32

Newnuro Spherical Ball Bushings ...............................33

Dodge® Grip Bearings .....................................................34

Dodge® Steel-Housed 
Imperial HD & S-2000 HD ..............................................35



3

hb

bb

J section (3/32” rib width, 5/32” thick)        *indent item

Size 

260J
270J
280J
290J
300J
320J
330J
340J
360J
380J

Metric 
length

660
686
711
736
762
813
838
864
914
965

Size 

400J
430J
460J
490J
505J
520J
530J
550J
580J
610J

Metric 
length

1016
1092
1168
1245
1280
1321
1346
1397
1473
1549

Size 

650J
670J*
700J*
730J
770J
820J*
870J
900J*
920J
980J

Metric 
length

1651
1702
1778
1854
1956
2083
2210
2286
2337
2489

Size 

150J
160J*
170J*
180J
190J
200J
210J*
220J
230J
240J

Metric 
length

381
406
432
457
483
508
533
559
584
610

Size 

635L 
655L 
675L 
695L 
710L* 
725L  
765L  
780L  
795L
  

Metric 
length

1613 
1664 
1715 
1765 
1803 
1842
1943
1981 
2019

Size 

815L
840L 
865L 
915L 
975L 
990L
1065L 
1120L 
1455L

Metric 
length

2070 
2134 
2197 
2324 
2477 
2515 
2705 
2845 
3696

Size 

425L* 
460L 
480L* 
500L
520L*  
540L 
560L  
580L*
615L  

Metric 
length

1080 
1168 
1219 
1270 
1321 
1372 
1422 
1473 
1562

L Section (3/16” rib width, 3/8 thick)

M section available on indent only

Size 

J section 
L section 

bb 

0.092 inch
0.185 inch 

hb 

0.14 inch
0.27 inch

Multi-rib V Belts

Code P0300J eg.
Where a broad ratio is require up to 40:1.
Turn over is eliminated. Constructed of
Rubber cushion, polyester cord and cotton
polyester top cover, belts are measured and
numbered by the pitch length in inches.

Pitch length in 1/10inch units ie 200 = 20inches
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Hexagonal V belts

Oil and heat resistant,  
static dissipating

Code VAA060 eg.
Specially designed for serpentine and reversing drives.
Belts are measured by inside length in inches.

Size

AA49
AA51
AA55
AA58
AA60

AA68
AA73
AA75
AA80
AA85

AA90
AA96
AA105
AA120
AA128

BB45
BB50
BB51
BB54
BB55

BB60
BB62
BB68
BB71
BB74

BB75
BB76
BB81
BB85
BB87

BB90
BB92
BB93
BB94
BB96

BB97
BB103
BB105
BB107
BB108

BB120
BB128
BB136
BB140
BB158

BB162
BB168
BB170
BB180
BB210

All Indent items below

BB Section Hex V belts(21/32” (17mm)wide, 17/32”thick)
CC Section Hex V belts(7/8” (22mm)wide, 11/16”thick)

bb

hb

Size Angle bb hb

AA  40°  0.50 inch  0.41 inch
BB  40°  0.66 inch  0.53 inch
CC  40°  0.88 inch  0.69 inch
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Belt
no. 

Outside
length

in inches

Belt
no.

Outside
length

in inches

Code V4L560
Heavy duty lawn and Garden belts, used 
for clutching applications where the belt 
needs to slip, and back bending around 
idler pulleys.  
Can be used in Industrial  
applications with no life reduction.

Material:  
Lowered Kevlar cord, with aramid cover-
ing, reinforced inside extra heat resistant, 
rated 400 hours at 90°C.

Belt
no. 

Outside
length

in inches

Belt
no.

Outside
length

in inches

Belt
no. 

Outside
length

in inches

Top widths 3L -3/8”

Sizes stocked in NZ are in BOLD.

4L -1/2” 5L – 21/32”

Roulunds – Roflex  
Garden belts

4L180
4L190
4L200
4L210
4L220
4L230
4L240
4L250
4L260
4L270
4L280
4L290
4L300
4L310
4L320
4L330
4L340
4L350
4L360
4L370
4L380
4L390
4L400
4L410
4L420
4L430
4L440
4L450
4L460
4L470
4L480
4L490
4L500
4L510
4L520
4L530
4L540
4L550
4L560
4L570
4L580
4L590

18
19
20
21
22
23
24
25
26
27
28
29
30
31
32
33
34
35
36
37
38
39
40
41
42
43
44
45
46
47
48
49
50
51
52
53
54
55
56
57
58
59

4L600
4L610
4L620
4L630
4L640
4L650
4L660
4L670
4L680
4L690
4L700
4L710
4L720
4L730
4L740
4L750
4L760
4L770
4L780
4L790
4L800
4L810
4L820
4L830
4L840
4L850
4L860
4L870
4L880
4L890
4L900
4L910
4L920
4L930
4L940
4L950
4L960
4L970
4L980
4L990
4L1030
4L1050
4L1080

60
61
62
63
64
65
66
67
68
69
70
71
72
73
74
75
76
77
78
79
80
81
82
83
84
85
86
87
88
89
90
91
92
93
94
95
96
97
98
98
103
105
108

5L400
5L410
5L420
5L430
5L440
5L450
5L460
5L470
5L480
5L490
5L500
5L510
5L520
5L530
5L540
5L550
5L560
5L570
5L580
5L590
5L600
5L610
5L620
5L630
5L640
5L650
5L660
5L670
5L680
5L690
5L700
5L710
5L720
5L730
5L740
5L750
5L760
5L770
5L780
5L790
5L800
5L810
5L820
5L830
5L840
5L850
5L860
5L870
5L880
5L890
5L900
5L910
5L920
5L930
5L940
5L950
5L960
5L970
5L1075

40
41
42
43
44
45
46
47
48
49
50
51
52
53
54
55
56
57
58
59
60
61
62
63
64
65
66
67
68
69
70
71
72
73
74
75
76
77
78
79
80
81
82
83
84
85
86
87
88
89
90
91
92
93
94
95
96
97

105

3L150
3L170
3L180
3L190
3L200
3L210
3L220
3L230
3L240
3L250
3L260
3L270
3L280
3L290
3L300
3L310
3L320
3L330
3L340
3L350
3L360
3L370
3L380
3L390
3L400
3L410
3L420

15
17
18
19
20
21
22
23
24
25
26
27
28
29
30
31
32
33
34
35
36
37
38
39
40
41
42

3L430
3L440
3L450
3L460
3L470
3L480
3L490
3L500
3L510
3L520
3L530
3L540
3L550
3L560
3L570
3L580
3L590
3L600
3L610
3L620
3L630
3L690
3L710
3L740
3L750

43
44
45
46
47
48
49
50
51
52
53
54
55
56
57
58
59
60
61
62
63
69
71
74
75
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Roulunds Cogged V belts  
(raw edge)

Code VA050 eg.
Raw edge classical V belt with moulded cog, are temperature and oil resistant as well as anti-static. These belts are  
tolerance stable,TS, so that belts with the same section and length can be used as matched sets.

· Moulded cog allows the belt to run on smaller diameter pulleys than standard wrap belts.
· Raw Edge will transmit 20% more power than a standard wrap V belt.

XPZ562
XPZ587
XPZ612
XPZ630
XPZ670
XPZ710
XPZ750
XPZ762
XPZ787
XPZ800
XPZ808
XPZ812
XPZ825
XPZ850
XPZ875
XPZ900
XPZ912
XPZ925
XPZ950
XPZ962
XPZ987
XPZ1000
XPZ1012
XPZ1037
XPZ1060
XPZ1077
XPZ1087
XPZ1137
XPZ1140
XPZ1150
XPZ1162
XPZ1180
XPZ1200
XPZ1202
XPZ1250
XPZ1270
XPZ1287
XPZ1320
XPZ1340
XPZ1362
XPZ1400

3VX250
3VX265
3VX280

3VX315

3VX335

3VX355

3VX375

3VX400

3VX450

3VX475

3VX500

3VX530

XPZ1412
XPZ1420
XPZ1450
XPZ1462
XPZ1500
XPZ1512
XPZ1520
XPZ1537
XPZ1562
XPZ1600
XPZ1637
XPZ1650
XPZ1662
XPZ1700
XPZ1800
XPZ1850
XPZ1900
XPZ1950
XPZ2000
XPZ2037
XPZ2120
XPZ2160
XPZ2240
XPZ2280
XPZ2287
XPZ2300
XPZ2360
XPZ2410
XPZ2430
XPZ2500
XPZ2540
XPZ2650
XPZ2690
XPZ2800
XPZ2840
XPZ3000
XPZ3170
XPZ3350
XPZ3450
XPZ3550
3VX560

3VX600

3VX630

3VX670
3VX710

3VX750

3VX850

3VX900

3VX950

3VX1000

3VX1060

3VX1120
3VX1180
3VX1250
3VX1320

3VX1400

Metric
Size

RMA
Size

Metric
Size

RMA
Size

XPA732
XPA757
XPA782
XPA800
XPA825
XPA832
XPA850
XPA850
XPA882
XPA900
XPA925
XPA932
XPA940
XPA950
XPZ975
XPA982
XPA1000
XPA1032
XPA1060
XPA1090
XPA1107
XPA1120
XPA1132
XPA1150
XPA1157
XPA1180
XPA1207
XPA1232
XPA1250
XPA1282
XPA1307
XPA1320
XPA1332
XPA1357
XPA1382
XPA1400
XPA1432
XPA1450
XPA1457
XPA1500
XPA1532

XPA1550
XPA1600
XPA1700
XPA1750
XPA1757
XPA1782
XPA1800
XPA1850
XPA1857
XPA1900
XPA2000
XPA2057
XPA2120
XPA2132
XPA2160
XPA2182
XPA2240
XPA2282
XPA2300
XPA2307
XPA2332
XPA2360
XPA2382
XPA2432
XPA2482
XPA2500
XPA2482
XPA2500
XPA2532
XPA2607
XPA2632
XPA2650
XPA2800
XPA2900
XPA2932
XPA3000
XPA3150
XPA3350
XPA3550
XPA3650
XPA3750

XPA4000
XPA4250
XPA4500

Metric
Size

Metric
Size

Metric
Size

XPB1250
XPB1260
XPB1320
XPB1340
XPB1500
XPB1525
XPB1550
XPB1600
XPB1700
XPB1750
XPB1800
XPB1850
XPB1900
XPB2000
XPB2020
XPB2060
XPB2120
XPB2150
XPB2180
XPB2240
XPB2285
XPB2300
XPB2360
XPB2410
XPB2500
XPB2530
XPB2650
XPB2680
XPB2800
XPB2840
XPB2900
XPB3000
XPB3170
XPB3350
XPB3550
XPB3750
XPB3800
XPB3870
XPB4000
XPB4060
XPB4250

5VX500

5VX530

5VX600

5VX630
5VX670

5VX710

5VX750

5VX800

5VX850

5VX950

5VX1000

5VX1060

5VX1120

5VX1180
5VX1250
5VX1320
5VX1400

5VX1500

5VX1600

XPB4300
XPB4310
XPB4500
XPB4500
XPB4560
XPB4750
XPB4820
XPB5000
XPB5070
SPB5300
XPB5380
SPB5600
SPB5680
SPB6000
SPB6300
SPB6340
SPB6700
SPB6730
SPB7100
SPB7620
SPB8000
SPB8500

5VX1700

5VX1800

5VX1900

5VX2000

5VX2120

5V2240
5V2360

5V2500

5V2650
5V2800

5V3150

Metric
Size

RMA
Size

Metric
Size

RMA
Size

Section Top
Width
(mm)

Height
(mm)

Length
range  
(mm)

XPZ/3VX  9.7  8  530-3550 
XPA  12.7  9  538-4500 
XPB/5VX  16.3  13  1250-8500 
XPC  22  18  1750-5000

When ordering banded or joined V belts, the imperial
sizes 3V and 5V can only fit Imperial pulleys, do not use on SP metric pulleys.

Section Top
Width
(mm)

Height
(mm)

Length
range  
(mm)

NZ Stock
Imperial
length

ZX/MX  10  6  483-5000  14-70” 
AX/13  13  8  483-5000  16-180” 
BX/17  17  11  584-5000  23-315”
CX/22  22  14  1067-5000  42-270”
DX/32  32  20  1778-16000  144-210”
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Jason Accu-Link

Code VLB eg.
Adjustable link belting
Sizes A, B, C section are available off the shelf
Ideal temporary replacement or permanent substitute for
conventional V belts.

Installation is just, twist the T and snap, no tools required.

• Use same Kw ratings as standard wrap rubber V belts
• Remember to re-tension after 1-3 hours
• Temperature range -40°C to 400°C
• Superior resistance to most chemical, oil and water
• Runs cooler than conventional belts
• Accu-link can transmit 12% more Kw than other competitors link belts

Insert & twist
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Urethane Cord

Conveying or transporting product 
on conveyors.

Code RL05 eg.
Supplied as 30mtr Roll length or cut to size.
John Brooks ltd can join any belt for you, or Tool and Welder are available for sale. 
FDA/USDA approved

Tables showing belt guide and diameters  
available for each colour.

RL is also available in clear, ask for RLC 

Belting Guide Colour Durometer Benefit Application

Brown
RL 80  Good memory/flexible  Live rollers

Green 
RP 88  Reduced friction  Food, packing
   machines 
Red
RM 90  Less stretch  Can filling,
   newspapers
White
RCW 100  Max load, long distance  Round Can
  between gearmotors  transfer

Belt type RL  RPn RM RCW VL VM
Color brown green Red White Brown Red

5/64  2mm  • •  • 
1/8  3  • •  •
5/32  4  •  •  •
3/16  5  •  •  •
1/4  6.3  •  •  •
9/32  7   •
5/16  8  •  •  •
3/8  9.5  •  •  •  •
7/16  10   •  •   •  •
1/2  12.5  •  •  •  •  •  •
9/16  14
5/8  15  •  •  •   •  •
3/4  19  •  •  •
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Stenco Aluminium  
V Pulleys

Code STEN205 eg.
A Section single and double Pulleys
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M section single & Step  
A section Pulleys

B Section single  
& Double Pulleys
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Timing Pulleys T5 Aluminium

Code TP60-T5-10 eg.

Code  type  Z=teeth  De  Df  Dm  F  L  d

T5-10F-10
T5-12F-10
T5-14F-10
T5-15F-10
T5-16F-10

2F
2F
2F
2F
2F

10
12
14
15
16

15.05
18.25
21.45
23.05
24.60

19.5
23
25
28
32

8
10
13
16
18

15
15
15
15
15

21
21
21
21
21

6
6
6
6
6

T5-18F-10
T5-19F-10
T5-20F-10
T5-22F-10
T5-24F-10

2F
2F
2F
2F
2F

18
19
20
22
24

27.80
29.40
31.00
34.25
37.40

32
37
37
38
43

20
22
23
24
26

15
15
15
15
15

21
21
21
21
21

6
6
6
6
6

T5-25F-10
T5-26F-10
T5-27F-10
T5-28F-10
T5-30F-10

2F
2F
2F
2F
2F

25
26
27
28
30

38.95
40.60
42.20
43.75
46.95

44
44
48
48
51

26
26
30
32
34

15
15
15
15
15

21
21
21
21
21

6
6
8
8
8

T5-32F-10
T5-36F-10
T5-40F-10
T5-42F-10
T5-44-10

2F
2F
2F
2F
2

32
36
40
42
44

50.10
56.45
62.85
66.00
69.20

54
61
67
70
-

38
38
40
40
45

15
15
15
15
15

21
21
21
21
21

8
8
8
8
8

T5-48-10
T5-60-10

2
2

48
60

75.55
94.65

-
-

50
65

15
15

21
21

8
8

T5 Pitch=5mm for belt width=10mm
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Timing Pulleys T5 & T10 Aluminium

Code  type  Z=teeth  De  Df  Dm  F  L  d

T5-10F-16
T5-12F-16
T5-14F-16
T5-15F-16
T5-16F-16

2F
2F
2F
2F
2F

10
12
14
15
16

15.05
18.25
21.45
23.05
24.60

19.5
23
25
28
32

8
10
13
16
18

21
21
21
21
21

27
27
27
27
27

6
6
6
6
6

T5-18F-16
T5-19F-16
T5-20F-16
T5-22F-16
T5-24F-16

2F
2F
2F
2F
2F

18
19
20
22
24

27.80
29.40
31.00
34.25
37.40

32
37
37
38
43

20
22
23
24
26

21
21
21
21
21

27
27
27
27
27

6
6
6
6
6

T5-25F-16
T5-26F-16
T5-27F-16
T5-28F-16
T5-30F-16

2F
2F
2F
2F
2F

25
26
27
28
30

38.95
40.60
42.20
43.75
46.95

44
44
48
48
51

26
26
30
32
34

21
21
21
21
21

27
27
27
27
27

6
6
8
8
8

T5-32F-16
T5-36F-16
T5-40F-16
T5-42F-16
T5-44-16

2F
2F
2F
2F
2

32
36
40
42
44

50.10
56.45
62.85
66.00
69.20

54
61
67
70
-

38
38
40
40
45

21
21
21
21
21

27
27
27
27
27 

8
8
8
8
8

T5-48-16
T5-60-16

2
2

48
60

75.55
94.65

-
-

50
65

21
21

27
27

8
8

T5 Pitch=5mm for belt width=16mm

Code  type  Z=teeth  De  Df  Dm  F  L  d

T10-12F-25
T10-14F-25
T10-15F-25
T10-16F-25
T10-18F-25

2F
2F
2F
2F
2F

12
14
15
16
18

36.35
42.70
45.90
49.10
55.45

43
48
51
54
60

28
32
32
35
40

30
30
30
30
30

40
40
40
40
40

6
8
8
8
8

T10-19F-25
T10-20F-25
T10-22F-25
T10-24F-25
T10-25F-25

2F
2F
2F
2F
2F

19
20
22
24
25

58.65
61.80
68.20
74.55
77.75

67
67
75
83
83

44
46
52
58
60

30
30
30
30
30

40
40
40
40
40

8
8
8
8
8

T10-26F-25
T10-27F-25
T10-28F-25
T10-30F-25
T10-32F-25

2F
2F
2F
2F
2F

26
27
28
30
32

80.90
84.10
87.25
93.65
100.00

87
91
94
97
112

60
60
60
60
65

30
30
30
30
30

40
40
40
40
40

8
8
8
8
10

T10-36F-25
T10-40F-25
T10-44-25
T10-48-25
T10-60-25

2F
2F
2
2
2

36
40
44
48
60

112.75
125.45
138.20
150.95
189.15

120
135
-
70
80

88
95
110
30
30

30
30
30
40
40

40
40
40
10
10

10
16
16

T10 Pitch=10mm for belts width=25mm
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Timing Pulleys T10 Aluminium

Code  type  Z=teeth  De  Df  Dm  F  L  d

T10-18F-50
T10-19F-50
T10-20F-50
T10-22F-50
T10-24F-50

2F
2F
2F
2F
2F

18
19
20
22
24

55.45
58.65
61.80
68.20
74.55

60
67
67
75
83

40
44
46
52
58

56
56
56
56
56

66
66
66
66
66

10
10
12
12
12

T10-25F-50
T10-26F-50
T10-27F-50
T10-28F-50
T10-30F-50

2F
2F
2F
2F
2F

25
26
27
28
30

77.75
80.90
84.10
87.25
93.65

83
87
91
94
97

60
60
60
60
60

56
56
56
56
56

66
66
66
66
66

12
12
12
12
12

T10-32F-50
T10-36F-50
T10-40F-50
T10-44-50
T10-48-50

2F
2F
2F
2
2

32
36
40
44
48

100.00
112.75
125.45
138.20
150.95

112
120
135
65
70

80
88
95
56
56

56
56
56
66
66

66
66
66
12
16

16
16
16

T10-60-50 2 60 189.15    - 110 56 66 16

T10 Pitch=10mm for belt width=50mm

T5 5mm pitch

165 
185
185
200
220
245
255 
270
270
295
305 
330
330 
340
340
355
365 
365
375 

390 
400
400 
410
410 
420 
420 
455
455 
460
460
480
510
525
560
610
630
650
690

720
750
815
900
1000
1100
1215
1340

Timing belt  
Sizes

T10 10mm pitch

260
370
400
450
500
530
560
610
660
700
720
810
880
920

980
1010
1080
1100
1150
1210
1240
1320
1420
1500
1610
1750
2250

Length: Millimetres
Material: Polyurethane belting
T and AT series are not  
stocked but are available at 
short lead time.
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HTD 8M Pulleys

Code HTD08808M eg.

 
Code Type Bush Z=teeth Dp De Df Dm Di F S R

22-8M-20F
24-8M-20F
26-8M-20F
28-8M-20F
30-8M-20F

5FB
5FB
5FB
5FB
5FB

1008
1108
1108
1108
1108

22
24
26
28
30

56.02
61.11
66.21
71.30
76.39

54.65
59.75
64.84
70.08
75.13

60
67
67
75
83

-
-
-
-
-

37
44
45
50
58

28
28
28
28
28

22
22
22
22
22

6
6
6
6
6

32-8M-20F
34-8M-20F
36-8M-20F
38-8M-20F
40-8M-20F

5FB
5FB
5FB
5FB
5FB

1610
1610
1610
1610
1610

32
34
36
38
40

81.49
86.58
91.67
96.77
101.86

80.16
85.21
90.30
95.39
100.49

87
91
97
102
112

-
-
-
-
-

63
64
68
72
76

28
28
28
28
28

22
22
22
22
22

3
3
3
3
3

44-8M-20F
48-8M-20F
56-8M-20F
64-8M-20F
72-8M-20F

8FB
8FB
8FB
8FW
8FW

2012
2012
2012
2012
2012

44
48
56
64
72

112.05
122.23
142.60
162.97
183.35

110.67
120.86
141.60
161.60
181.97

120
128
150
168
192

92
96
110
110
110

-
-
-

137
158

28
28
28
28
28

22
22
22
22
22

4
4
4
4
4

80-8M-20F
90-8M-20F

8B
8A

2012
2012

80
90

203.72
229.18

202.35
227.81

-
-

110
110

180
204

28
28

22
22

4
4

 
Code Type Bush Z=teeth Dp De Df Dm Di F S R

22-8M-50F
24-8M-50F
26-8M-50F
28-8M-50F
30-8M-50F

5FB
5FB
5FB
5FB
5FB

PB
PB
PB

1210
1615

22
24
26
28
30

56.02
61.11
66.21
71.30
76.39

54.65
59.75
64.84
70.08
75.13

60
67
67
75
83

-
-
-
-
-

37
44
45
50
58

60
60
60
60
60

22
22
22
25
38

12
12
12
35
22

32-8M-50F
34-8M-50F
36-8M-50F
38-8M-50F
40-8M-50F

5FB
5FB
5FB
5FB
5FB

1615
1615
1615
1615
2012

32
34
36
38
40

81.49
86.58
91.67
96.77
101.86

80.16
85.21
90.30
95.39
100.49

87
91
97
102
112

-
-
-
-
-

63
65
68
72
80

60
60
60
60
60

38
38
38
38
32

22
22
22
22
14

44-8M-50F
48-8M-50F
56-8M-50F
64-8M-50F
72-8M-50F

8FB
8FB
8FB
8FW
8FW

2012
2012
2517
2517
2517

44
48
56
64
72

112.05
122.23
142.60
162.97
183.35

110.67
120.86
141.60
161.60
181.97

120
128
150
168
192

- 96
-
-
-

125

86
95
116
136
158

60
60
60
60
60

32
32
45
45
45

14
14
7.5
7.5
7.5

80-8M-50F
90-8M-50F

8B
8A

3020
3020

80
90

203.72
229.18

202.35
227.81

-
-

-
160

180
204

60
60

51
51

4.5
4.5

8M-20mm wide

8M-50mm wide
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HTD 5M, 8M, 14M  
Timing belts

HTD-5M Teeth

305-5M
330-5M
350-5M
360-5M
370-5M
375-5M
400-5M
425-5M
450-5M
500-5M
535-5M
565-5M
580-5M
600-5M
615-5M
635-5M
665-5M
710-5M
740-5M
800-5M
835-5M
860-5M
890-5M
925-5M
950-5M

61
66
70
72
74
75
80
85
90
100
107
113
116
120
123
127
133
142
148
160
167
172
178
185

Code HTD08808M eg.

Length: Millimetres
HTD-5M not stocked
Sizes not shown are available with short lead times

HTD-8M Teeth

480-8M
560-8M
600-8M
640-8M
720-8M
800-8M
880-8M
960-8M
1040-8M
1120-8M
1200-8M
1280-8M
1440-8M
1600-8M
1760-8M
1800-8M
2000-8M
2400-8M
2800-8M

60
70
80
90
100
110
120
130
140
150
160
180
200
220
225
250
300
350

HTD-14M Teeth

966-14M
1190-14M
1400-14M
1610-14M
1778-14M
1890-14M
2100-14M
2310-14M
2450-14M
2590-14M
2800-14M
3150-14M
3500-14M
3850-14M
4326-14M
4578-14M

69
85
100
115
127
135
150
165
175
185
200
225
250
275
309
327
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XL, L and H  
Imperial Timing Pulleys

Code TP15XL037 eg.

 
Code Type Z=teeth De Dp Df Dm F L D

10XL037F
11XL037F
12XL037F
13XL037F
14XL037F

1
1
1
1
1

10
11
12
13
14

15.66
17.28
18.90
20.51
22.13

16.17
17.79
19.41
21.02
22.64

23
23
25
28
28

10.0
10.0
10.0
10.0
16.0

14.3
14.3
14.3
14.3
14.3

20
20
20
20
20

-
-
-
-
-

15XL037F
16XL037F
17XL037F
18XL037F

1
1
1
1

15
16
17
18

23.75
25.36
26.98
28.60

24.26
25.87
27.49
29.11

28
32
35
35

16.0
16.0
16.0
20.0

14.3
14.3
14.3
14.3

20
20
20
20

-
-
-
-

20XL037F
22XL037F
23XL037F
24XL037F

1
1
1
1

20
22
23*
24

31.83
35.07
36.68
38.30

32.34
35.57
37.19
38.81

38
41
41
44

25.0
25.0
25.0
30.0

14.3
14.3
14.3
14.3

22
22
22
22

-
-
-
-

60XL037
72XL037

2 2
2

60
72

96.51
115.92

97.02
116.43

-
-

45.0
45.0

14.3
14.3

25
25

10
10

XL Series pitch= 0.20”(5.08mm) Pulleys

45XL047
48XL037

2
2

45*
48

72.26
77.11

72.77
77.62

-
-

45.0
45.0

14.3
14.3

25
25

10
10

40XL037F
44XL037

2
2

40
44*

64.17
70.64

64.88
71.15

-
-

45.0
45.0

14.3
14.3

25
25

8
8

25XL027F
26XL037F
27XL037F
28XL037F

1
1
1
1

25*
26
27*
28

39.92
41.53
43.15
44.77

40.43
42.04
43.66
45.28

44
48
48
51

30.0
30.0
34.0
34.0

14.3
14.3
14.3
14.3

22
22
22
22

8
8
8
8

30XL037F
32XL037F
34XL037F
36XL037F

1
1
1
2

30
32
34*
36

48.00
51.24
54.47
57.70

48.51
51.74
54.98
58.21

54
61
-
-

38.0
38.0
38.0
45.0

14.3
14.3
14.3
14.3

22
25
25
25

8
8
8
8

* Non stock pulleys

d
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Code TP20L050-6F

XL, L and H  
Imperial Timing Pulleys

For wider width pulleys add multiplier to F and L dimensions
L075 0. 75” wide F+6.4mm, L+5
L100 1.0” wide F+12.8mm, L+13

 
Code Type Z=teeth De Dp Df Dm F L d

10L050F
12L050F
13L050F
14L050F
15L050F

1
1
1
1
1

10
12
13
14
15

29.56
32.59
35.62
38.65
41.68

30.33
33.35
36.37
39.41
42.44

37
43
43
48
51

20
24
28
28
34

19
19
19
19
19

38
38
38
38
38

8
8
8
8
8

16L050F
17L050F
18L050F
19L050F
20L050F

1
1
1
1
1

16
17
18
19
20

44.68
47.75
50.78
53.81
59.88

45.48
48.51
51.54
57.61
60.63

54
57
60
63
67

36
36
40
40
40

19
19
19
19
19

38
38
38
38
38

8
10
10
10
10

21L050F
22L050F
24L050F
26L050F
28L050F

1
1
1
1
1

21
22
24
26
28

62.91
65.94
72.00
78.07
84.13

63.68
66.70
71.77
78.84
84.89

70
75
79
87
91

45
45
55
58
58

19
19
19
19
19

38
38
38
38
38

10
10
10
12
12

L050 Series pitch= 0.37”(9.525mm) Pulleys, ½” wide

60L050
72L050

3
3

60
72

181.15
217.53

181.92
218.29

-
-

75
75

19
19

45
45

14
14

30L050F
32L050F
36L050F

1
1
1

30
32
36

90.20
96.26
108.39

90.86
97.03
109.14

97
102
120

70
70
70

19
19
19

38
38
38

12
12
12

40L040F
44L050F
48L050F

1
1
1

40
44
48

120.51
132.64
144.77

121.29
133.40
145.54

128
142
150

70
70
70

19
19
19

38
38
38

12
12
12
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XL, L and H Imperial Timing  
Pulleys and Timing Belts

Size XL Teeth
No.

60XL
70XL
80XL
90XL
100XL
110XL
120XL
130XL
140XL
150XL
160XL
170XL
180XL
190XL
200XL
210XL
220XL
230XL
240XL
250XL
260XL
270XL
280XL
290XL
300XL
330XL
352XL
384XL
390XL

30
35
40
45
50
55
60
65
70
75
80
85
90
95
100
105
110
115
120
125
130
135
140
145
150
165
176
192
195

Size L Teeth
No.

124L
150L
187L
210L
225L
240L
255L
270L
285L
300L
322L
345L
367L
390L
420L
450L
480L
510L
540L
600L
D150L
D450L
D510L
D600L

33
40
50
56
60
64
68
72
76
30
86
92
98
104
112
120
128
136
144
160
40
120
450
160

Size H Teeth
No.

240H
270H
300H
330H
360H
390H
420H
480H
510H
540H
570H
600H
630H
700H
750H
800H
850H
900H
1000H
1100H
1250H
1400H
1700H

48
54
60
66
72
78
84
96
102
108
114
120
126
140
150
160
170
180
200
220
250
280
340

Size 
XH 

Teeth
No.

507XH
560XH
630XH
700XH

58
64
72
80

 
Code Type Z=teeth De Dp Df Dm F L d

14H100F
16H100F
17H100F
18H100F
19H100F

1
1
1
1
1

14
16
17
18
19

55.22
63.31
67.35
71.39
75.44

56.69
64.67
68.72
72.77
76.81

63
70
75
79
83

40
45
45
55
60

31.8
31.8
31.8
31.8
31.8

45
45
45
45
45

12
12
12
12
14

20H100F
21H100F
22H100F
24H100F
26H100F

1
1
1
1
1

20
21
22
24
26

79.48
83.52
87.56
95.65
103.73

80.85
84.89
88.93
97.03
105.11

87
91
94
102
112

62
65
68
72
80

31.8
31.8
31.8
31.8
31.8

45
45
45
45
45

14
14
14
14
14

30H100F
32H100F
36H100F
40H100F

1
1
1
1

30
32
36
40

119.90
127.99
144.16
160.33

121.29
129.36
145.54
161.70

128
135
158
168

80
80
80
80

31.8
31.8
31.8
31.8

45
45
45
45

14
14
14
14

H100 Series pitch= 0.50”(12.7mm) pulleys 1” wide

44H100F
48H100F
60H100F
72H100F

5
5
4
4

44
48
60
72

176.50
192.67
241.18
289.69

177.88
194.03
242.55
291.06

184
200

-
-

80
90
100
120

31.8
31.8
31.8
31.8

50
50
50
50

18
18
18
18

Code TB300XL eg. XL, L, H and XH rubber Timing Belts

For H200 2” wide pulleys add 26.9mm to F and 25mm to L dimensions.

Material is Rubber, 
Polyester cord.
D = double sided
Sizes not shown are 
available at short lead 
times.
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Lock Assemblies

Code LOK10024034 eg.
Used to lock pulleys, sprockets and drums to a 
shaft with no key required.

Mounting and dismantling operations are carried out quickly and accurately, under all 
conditions. They can be used on shafts with keyways with no
reduction in efficiency.
For design recommendations please contact John Brooks Ltd.

There are two types of lock:
Self centering – the bush supports the pulley or sprocket on the shaft, so it 
locks and supports. LOK 10, LOK 20
Non self centering – pulley or bush bored to shaft diameter and recessed 
for lock hub, so it only locks. LOK 30, LOK 60

LOK 10 series Medium to high Torque
Good Self centering
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LOK 20 series High torque 
Ok Self centering

Lock Assemblies
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Lock Assemblies

LOK 30 series medium torque
Non self centering

LOK 60 series Low torque
Non self centering
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Wymark Greasomatic  
Lubricators

Code GREASEL eg.
Automatic grease and oil lubricators

A GREASOMATIC is a self-ejecting canister of lubricant designed to
screw into a grease nipple socket or other lubrication point, and
discharge its content of 120ml of lubricant in a controlled continuous
flow, for a pre-selected period of between one month and twelve
months. It is completely self contained and needs no pumps, motors,
electricity or compressed air when correctly installed. 0nce fitted and  
activated it will work without attention until its allotted lifespan is over.

Grease types available:
Grease MP – General Purpose
Grease EPM – Extreme pressure
Grease G – open gear
Grease H – High Temperature
Grease FG – Food grade
Grease W – Water proof
Grease LL – Long life
OIL GP – General Purpose
OIL SC - Chain Lube

Mounting brackets, brushes and adaptor
sockets are also available from stock.
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Code CL050HUB

Shaft Couplings

Code CG25A6 eg. 
Eltra zero back-lash Aluminium couplings
G25 ex stock in various bore sizes.

Size        Dimensions  Torque Max Max
  Nm Rpm Bore
   
CL035  16  20.2  7.8  6.5  -  0.5  30,000  9
CL050  28  43  12  15.5  -  3  17,000  16
CL070  35  50.7  12.7  19  -  5  13,000  19
CL075  45  55  12.7  20.5  -  10  10,000  24
CL090  54  55  12.7  21 -  16  9,000  25
CL095  54  64  12.7  25.5  -  22  9,000  29
CL099  65  73  19  27  -  45  7,000  35
CL100  65  89  9  35  -  50  7,000  35
CL110  84  108  22  43  -  90  5,000  42
CL150  96  115.4  25.4  45  80  150  5,000  48
CL190  115  133.4  25.4  54  102  200  5,000  54
CL225  127  153.4  26.4  64  108  300  4,200  67
CL276  157  200  41  79 1 27  542  4,200  73

A B C D E

Capt L series  
Couplings

NOTE: Our Technicians 
are at your disposal for 
any request of cutom 

made holes
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GH Flexible Shaft  
Couplings

GH Flexible Shaft Couplings for electric motors
Solid casted Hubs (GG20) are supplied so as to enable the flexible elastomer  
spider ring to accomplish the best performances  
and the utmost reliability.

Code CGH24/24HB
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Poggi Barrel  
Gear coupling – GDR series

Code CGDR02/24S eg.

Performance Table

Dimensions Table (mm)

The moment of inertia figures refer to standard couplings, 
bored to the maximum value shown on the Dimensions 
Table below
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Atra-Flex Millennium series

Dimensions in mm

Kilowatt capacity at various rpm - 

Code CM1HUB eg. 

• Detect and Lock-On Ring Feature 
• Internal Support of the Insert for higher kilowatts 
• Higher kilowatt transmission in a small package 
• Large bore Capacity 
• Very Economical
• Available in Stainless Steel
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Bibby Grid Coupling

Code CWB2060HUB eg. 
Bibby Transmissions Taper Grid Resilient Couplings 
Series 2000H – Horizontally Split Cover Couplings
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Transmission Roller Chain
D.I.D

Code CBS06B1 eg.

ISO
chain

Number

Pitch x
b1

d1 Roller
diameter

d2 Pin
diameter

Breaking
load in

Kgf.

E
Traverse

pitch

T Plate
thickness

05B-1
05B-2
O6B-1
06B-2
06B-3
410
415
415S
420

08B-1
08B-2
08B-3
10B-1*
10B-2
12B-1
12B-2
12B-3
16B-1
16B-2
16B-3
20B-1
20B-2
24B-1
24B-2
28B-1
28B-2
32B-1

8 X 3MM

3/8x7/32

1/2x1/8
1/2x3/16
1/2x3/16
1/2x1/4

1/2x5/16

5/8x3/8

3/4x7/16

1”x17.02

1.25x3/4

1.5x1”

1.75x1.25

2”x1.25

5.0

6.35

7.75
7.75
7.77
7.77
8.51

10.16

12.07

15.88

19.05

25.4

27.94

29.21

2.31

3.28

3.6
3.6
3.97
3.58
4.45

5.08

5.72

8.28

10.19

14.63

15.9

17.81

46
76
91
173
254
82
100
380
68
182
318
454
227
454
295
590
885
650
1240
1850
1000
1700
1700
3240
2000
3600
2600

-
5.64

-
10.24
10.24

-
-
-
-
-

13.92
13.92

-
16.59

-
19.46
19.46

-
31.88
31.88

-
36.45

-
48.36

-
59.56

-

0.75

1.3

1.25
1.5
1.5
1.5
1.5

1.5

1.8

4.0

4.5

6.0

7.5

7.5

ISO
chain

Number

Pitch x
b1

d1 Roller
diameter

d2 Pin
diameter

Breaking
load in

Kgf.

E
Traverse

pitch

T Plate
thickness

25-1
219htm

35-1
35-2
35-3
41-1

40-1*
40-2
40-3
520

50-1*
50-2
60-1
60-2

60H-1
80-1
80-2
100-1
100-2
120-1
120-2
140-1
160-1

1/4x1/8
7.77x5.0
3/8x3/16

1/2x1/4
1/2x5/16

5/8x1/4
5/8x3/8

3/4x1/2

1”x5/8

1.25x3/4

1.5x1”

1.75x1”
2”x1.25

3.3
4.59
5.08

7.77
7.92

10.16
10.16

11.91

15.88

19.05

22.23

25.4
28.58

2.31
4.59
3.58

3.58
3.58

5.08
5.08

5.94

5.94
7.92

9.53

11.1

12.7
14.27

75
181
95
160
240
68
141
282
423
700
700
1190
950
1610
1100
1500
2500
2300
3910
3100
5270
4100
5400

-
-
-

10.13
10.13

-
-

14.38
14.38

-
-

18.11
-

22.78
-
-

29.29
-

35.76
-

45.44
-
-

.72
1.4
1.25

1.2
1.5

2.0
2.0

2.4

3.2
3.2

4.0

4.8

5.6
6.4

B.S -British Standard series

Code CASA401ASA – American Standard Series

* Also available in Hollow pin – Stainless steel and Nickel plate



29

Other chains and grades  
available ex stock NZ

X-ring   B.S and ASA 3/8 to 1 ¼” pitch, duty 
environment, high speed

 Code CBSBL081 eg.

Double Guard  E series for corrosive applications
 B.S and ASA ¼ to 1 ¼”pitch
 Code CBS08B1E eg.

Extended pitch chain, for conveyor product transfer
 C2040, C2050, C2060, C2080, C2100
 • Hollow pin
 •  2050 & 2060 with 8.1mm hole in side  

plate-fruit handling
 • straight side plate and wasted ex stock
 Code CC2050H eg.

S series  Agricultural chain, bailers, conveyor belt drive
 S32, S45, S52, S62, S88
 • Nickel plated
 • A1, K1 & A2, K2 attachment connecting link
 • Chains with attachments already fitted.
 Code CCS52NP eg.

Chain Breakers Size 35/60 - breaks from 3/8 to 3/4
 60/100 - breaks from ¾ to 1 ¼
 Code CDID50 eg.

3/8”
06B-1

D mm
d mm
L mm

37
22
22

43
28
25

49.3
34
25

55.3
40
28

61.3
45
28

64.3
46
28

68
48
28

73.5
52
28

80
57
28

86
60
28

94.7
60
28

119.5
70
30

140
80
32

177
80
32

234.4
80
32

1/2”
08B-1

D mm
d mm
L mm

48.7
29
25

57.4
37
28

65.5
45
28

73.6
52
28

81.7
60
28

85.8
64
28

89.7
68
28

98.7
70
28

106
70
28

114
70
30

126.1
80
30

158.6
90
40

186.7
90
40

235.3
90
40

311.9
90
40

5/8”
10B-1

D mm
d mm
L mm

63
37
30

73
47
30

83
57
30

93
60
30

103
70
30

108
75
30

113
75
40

123
80
40

134
80
40

144
85
35

159
90
35

199
100
35

234.5
100
40

295
100
40

391.2
100
50

3/4”
12B-1

D mm
d mm
L mm

75
46
35

87.5
58
35

99.8
70
35

111
80
35

124
80
35

130
80
35

136
90
40

149
90
40

160
90
40

172
95
40

190.5
95
40

239
100
40

282
110
56

354
110
56

470
110
56

Teeth 11 13 15 17 19 20 21 23 25 27 30 38 45 57 76

B.S Sprockets Code S08B211 eg.
 Mild steel construction – pilot bored
D= outside diameter
d= Boss diameter
L= overall width
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Newnuro Rod Ends,  
Metric Series

Available in Mild steel zinc plated and Stainless steel material
Stocked up to 30mm bore
Code eg. RSA12C 

Male Steel/PTFE low maintenance lined

Metric Female Steel/PTFE low maintenance lined

Stainless steel metric series stocked 6, 8, 10, 12mm male & female

Rod End 
no.

Dimensions Load Ratings 
kN

kg

  d B D1 C1 d2 G h I1 I2 6° Dyn Static

SA5C 5 6 10 4.5 21 M5 36 16 46 13 3.6 3.9 0.011

SA6C 6 6 10 1.5 21 M6 36 16 46 13 3.6 5.5 0.013

SA8C 8 8 13 6.5 24 M8 42 26 54 15 5.8 10 0.026

SA10C 10 9 16 7.5 29 M10 48 26 62 12 8.6 16 0.044

SA12C 12 10 18 8.5 34 M12 54 28 71 10 11 23 0.066

SA15C* 15 12 22 10.5 40 M14 63 34 83 8 18 32 0.12

SA17C 17 14 25 11.5 46 M16 69 36 92 10 22 44 0.17

SA20C 20 16 29 13.5 53 M20 78 43 104 9 33 60 0.28

SA25C 25 20 36 18 64 M24 94 53 126 7 51 83 0.51

SA30C 30 22 41 20 73 M30 110 65 146 6 65 110 0.84

Rod End 
no.

Dimensions Load Ratings 
kN

kg

d B D1 C1 d2 G h1 I3 I4 I5 W d3 d4 6° Dyn Static

SI5C 5 6 10 4.5 21 M5 30 11 40 5 10 10 13 13 3.6 8.1 0.016

SI6C 6 6 10 4.5 21 M6 30 11 40 5 11 11 13 13 3.6 8.1 0.017

SI8C 8 8 13 6.5 24 M8 36 15 48 5 13 13 16 15 5.8 12.9 0.035

SI10C 10 9 16 7.5 29 M10 43 15 58 6.5 16 16 19 12 8.6 17.6 0.061

SI12C 12 10 18 8.5 34 M12 50 18 67 7 18 19 22 10 11 24.5 0.096

SI15C * 15 12 22 10.5 40 M14 61 21 81 8 21 21 26 8 18 36 0.16

SI17C 17 14 25 11.5 46 M16 67 24 90 10 27 25 29 10 22 45 0.23

SI20C 20 16 29 13.5 53 M20 77 30 104 10 30 28 34 9 31 60 0.32

SI25C 25 20 36 18 64 M24 94 36 126 12 36 35 42 7 51 83 0.62

SI30C 30 22 41 20 73 M30 110 45 147 15 46 42 50 6 65 110 0.97
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Newnuro Rod ends
Imperial Series

Available in Mild steel zinc plated and Stainless steel material

Male Steel/Steel

Female Steel/Steel

Stainless steel metric series stocked 6, 8, 10, 12mm male & female

Rod End 
no.

Dimensions Load Ratings 
kN

kg

d B dk C1 d2 G h I1 I2 rs 6° Dyn Static

SAZJ4 3/16 7.92 11.1 5.94 15.8 10-32 31.7 19.0 39.7 0.3 10 3.6 3.8 0.014

SAZJ6 1/4 9.53 12.7 6.35 19.0 1/4-
28

39.67 25.4 49.2 0.3 13.5 5.4 6.6 0.018

SAJZ7 5/16 11.1 15.9 7.92 22.2 5/16-
24

47.6 31.7 58.7 0.3 11 8.5 12 0.032

SAJZ9 3/8 12.7 18.3 9.12 25.4 3/8-
24

49.2 31.7 61.9 0.6 11 11 16 0.050

SAJZ11 7/16 14.3 20.6 10.3 28.6 7/16-
20

53.9 34.9 68.3 0.6 10.5 14 21 0.068

SAJZ12 1/2 15.9 23.8 11.5 33.3 1/2-
20

61.9 38.1 78.6 0.6 10 18 28 0.11

SAJZ15 5/8 19.0 28.6 12.3 38.1 5/8-
18

66.7 41.3 85.7 0.6 13 23 29 0.16

SAJZ19 3/4 22.2 33.3 15.1 44.5 3/4-
16

73.1 44.5 95.3 0.6 12 34 44 0.26

Rod End 
no.

Dimensions Load Ratings 
kN

kg

d B dk C1 d2 G h1 I3 I4 I5 W d3 d4 rs 6° Dyn Static

SIZJ4 3/16 7.92 11.1 5.94 15.9 10-
32

26.9 12.7 34.9 4.75 7.92 7.54 10.3 0.3 10 3.6 6.8 0.018

SIJZ6 1/4 9.53 12.7 6.35 19.0 1/4-
28

33.3 15.9 42.9 4.75 9.53 9.15 11.9 0.3 13.5 5.4 9.6 0.023

SIZJ7 5/16 11.1 15.9 7.92 22.2 5/16-
24

34.9 15.9 46.0 4.75 11.1 10.7 12.7 0.3 11 8.5 12 0.036

SIZJ9 3/8 12.7 18.3 9.12 25.4 3/8-
24

41.28 19.0 54 6.35 14.27 13.9 17.5 0.6 11 11 16 0.059

SIZJ11 7/16 14.3 20.6 10.3 28.6 7/16-
20

46.0 22.2 60.3 6.35 15.9 15.5 19.0 0.6 10.5 14 21 0.082

SIJZ12 1/2 15.9 23.8 11.5 33.3 1/2-
20

54 25.4 70.6 6.35 19.0 18.7 22.2 0.6 10 18 28 0.132

SIJZ15 5/8 19.0 28.6 12.3 38.1 5/8-
18

63.5 31.8 82.6 7.92 22.2 21.8 25.4 0.6 13 23 29 0.195

SIJZ19 3/4 22.2 33.3 15.0 44.4 3/4-
16

73 34.9 95.2 7.92 25.4 25 28.6 0.6 12 34 44 0.295
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Newnuro SQ & SQZ 
series Metric

6, 8, 10, 12mm stocked 
Left and right hand Female

Steel/Zinc base alloy
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6, 8, 10, 12mm stocked 
Left and right hand Female

Newnuro Spherical  
Ball Bushings

8 – 30mm bore sizes stocked

Also available indent

Bearing No Dimensions in MM Load Ratings 
kN

kg

d D B C Dk Is Iis 6° Dyn Static

GE8E 8 16 8 5 13 0.3 0.3 15 5.5 27 0.008

GE10E 10 19 9 6 16 0.3 0.3 12 8.1 40 0.011

GE12E 12 22 10 7 18 0.3 0.3 10 10 53 0.015

GE15ES-2RS 15 26 12 9 22 0.3 0.3 8 16 84 0.027

GE17ES-2RS 17 30 14 10 25 0.3 0.3 10 21 106 0.041

GE20ES-2RS 20 35 16 12 29 0.3 0.3 9 30 146 0.066

GE25ES-2RS 25 42 20 16 35.5 0.6 0.6 7 48 240 0.119

GE30ES-2RS 30 47 22 18 40.7 0.6 0.6 6 62 310 0.153
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Dodge® Grip Tight Bearings

Grip Tight Expansion  
Pillow Block
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DODGE® STEEL-HOUSED 
Imperial HD & S-2000 HD



• BALDOR Vector Motors and Drives
• BEIJER HM1 Screens
• BERGER LAHR high voltage steppers
• BOSTON-GEAR Clutch-Brake Units
• BROOKS DRIVE Worm Reducers
• CIMA Thermoplastic Bearing Housings
• DID Chain Couplings
• DID Chain with Attachments
• DID Racing Kart Chain
• DYNO Plastic Chain and Gravity Roller  
 Systems
• Electro-magnetic Brakes, Clutches and  
 Tension Control Systems
• FLEXOPAL Flexible Impellor Pumps
• GRAVITY Roller Conveyors
• HEPCO Linear Bearings and Ball Screws
• IMS Stepper Motors and Drives
• INVERTER Motors and Drives
• LINAK Actuators
• LINMOT Systems
• Linear Bearings and Ball Bearings
• Lock Hubs
• MAGPOWR Powder Brakes and Clutches
• Milking Pump and Dairy Vacuum Pump  
 Systems
• NACHI Ball and Roller Bearings
• Needle Roller Bearings
• NACHI Wheel Bearing Kits
• NEMA Framed Electric Motors

• NEW NURO Stainless Steel Rod Ends
• Oil Seals and 0-rings
• PlC Miniature Transmission Components
• Pillow Blocks
• PIV Variable Speed Gearboxes
• POGGI Bevel Gearboxes
• POGGI Lock Hubs
• Poly V-Belts and Pulleys
• Re Tension, Brakes, Clutches and Controls
• REXNORD / MCC and CABAX Conveying  
 Chain, Steel and Plastic
• ROFLEX Poly V-Belts and Pulleys
• SERVO MECH Screw Jacks and AC Actuators
• Screw Jacks and AC Actuators
• Self-Aligning Bearings
• Shaft Mounted Reducers
• Spherical Bearings
• THORDON Elastomeric Bearing Materia
• TIMKEN Tapered Roller Bearings
• Transmission Bearings and Housings
• TRANZBAND Powered Roller Conveyors
• TRIO Controllers
• UNIVERSAL Joints
• Variable Speed Belts
• Variable Pitch Pulleys and Drives
• Vector Motors and Drives
• Wine Pump Systems
• WARNER Electro-magnetic Brakes and  
 Clutches

WELLINGTON 
PH: 04 568 6196 
FAX: 04 568 6198 
FREEPHONE: 0800 24 34 44

CHRISTCHURCH 
PH: 03 366 9514 
FAX: 03 379 4876 
FREEPHONE: 0800 37 38 39

AUCKLAND 
PH: 09 274 7114 
FAX: 09 274 8497 
FREEPHONE: 0800 48 49 50

The John brooks Product Range also includes the following:


